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Real Time Event

Use the serial command RTE to specify an action that is initiated at a particular time or based 
on an external stimulus.

For General Purpose IO “G”

Parameter Name Value
P1 RTE type G (Real Time I/O Event)
P2 I/O bit 1-7
P3 Pin state

(1 Character)
(String)

H = High
L = Low
“LHXXXHL” Combine multiple inputs and trigger occurs 
when all conditions are met

P4 Commands Any valid serial protocol command for the device

Example 2. Projector powers up when a switch on the external device is turned on.

(GIO C2 I)			   Set pin #2 configuration as input

(RTE G 2 H “(PWR 1)”)		  Power on when pin #2 set to high 

(RTE G 2 L “(PWR 0)”)		  Power off when pin #2 set to low

Appendix D ► System Integration
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appendix E

OPTIONAL INPUT MODULES

This module can display digital video input signals conforming to the DVI (Digital Visual Interface) 
single-channel standard.

Features
	 •	 Supports Digital Visual Interface (DVI) single-channel 
	 •	 Supports VESA® Extended Display Identification Data (EDID™) 
	 • �Provides an active-loop-through using a DVI connector (conforming to the DVI 

Specification)

The module accepts a serial digital 4:2:2 component video signal (YCbCr) via a single SERIAL 
IN BNC connector. The signal can loop through the SERIAL OUT BNC out to another device 
(such as another projector). Inputs are 75Ω terminated.

SDI Features
	 • Accepts serial digital 4:2:2 component video (YCbCr)
	 • �Provides both a SERIAL IN and a SERIAL OUT BNC connector includes status LEDs for 

signal and error
	 • SMPTE 259M compatible

The Dual SD/HD-SDI Module enables incoming serial digital (SD or HD) data to be tiled across 
multiple screen displays, overlapped for extra-bright displays, or distributed to additional 
projectors for multiple, same-image screens.

Dual SD/HD-SDI Features
	 • Accepts and decodes up to two serial digital inputs
	 • Outputs up to two 10-bit YCbCr 4:2:2 video signals
	 • Provides input(s) to output(s) loop-through capability
	 • Supplies interchangeable inputs as part of the Picture-in Picture display
	 • SMPTE 259M compatible

DVI Input Module

Serial Digital Input Module

Dual SD/HD-SDI Module 
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appendix F

FAN BOARD

Pin-out and 
Connection Options

Pin-out and Connection Options 
Pin-outs Connections Options

Board Reference Description Terminal Block (T) 4" (100mm) Wire (W)
F: TB1 (pin1) Fan

14 - 24 AWG
Screw Clamp

18 AWG Red
L: TB1 Fan 18 AWG Black
L: TB1 Line Power 18 AWG Black
N: TB1 Line Power 18 AWG White
SRTN-: TB2 (pin 1) Sensor (return) 18 AWG Brown
S1: TB2 Sensor #1 18 AWG Orange

Wiring Diagram
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